
NAME WAY TO ACCESS PROMPT 

USER MODE THROUGH CONSOLE, AUX AND TELENT ROUTER> 

PRIVILEGE EXEC MODE NEED TO TYPE ENABLE ON USER MODE ROUTER# 

GLOBAL CONFIG MODE NEED TO TYPE CONFIG T ON PRIVILAGE 
MODE 

ROUTER(CONFIG)# 

INTERFACE CONFIG MODE NEED TO TYPE INTERFACE NAME ON 
GLOBAL MODE 

ROUTER(CONFIG-IF)# 

LINE CONFIG MODE NEED TO TYPE ROUTER PORT NUMBER 
ON GLOBAL MODE 

ROUTER(CONFIG-LINE)# 

ROUTER CONFIG MODE NEED TO TYPE DYNAMIC PROTOCOL 
NAME ON GLOBAL MODE 

ROUTER(CONFIG-ROUTER)# 

 

 

ROUTER MEMORY TYPE  

ROM IT HELP ROUTER TO CONDUCT POST TEST  

RAM IT IS MAIN MEMORY OF ROUTER. DEVIDED 
INTO TWO PART. PRIMARY AND SECONDARY 

FLASH IT SAVES IOS IMAGE FILE 

NVRAM IT SAVE ALL CONFIGUATION CONFIGURED ON 
ROUER 

 


