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IPV6 CONFIG EXAMPLE:
R1:

R1(config)#ipv6 unicast-routing
R1(config)#int fo/o

Rl(config-if)#ipv6e add 2001:172:16:12::1/64
R1(config-if)#no shut

R1(config-if)#int loop 1

R1(config-if)#ip add 10.1.1.1 255.255.255.255
Rl(config-if)#ipv6 add 2001:10:1::1/128
Rl1(config-if)#exit

Rl1(config)#exit

R1#

O\




IPV6 CONFIG EXAMPLE:
R2:

R2(config)#ipv6 unicast-routing
R2(config)#int fo/0

R2(config-if)#ipv6 add 2001:172:16:12::2/64
R2(config-if)#no shut

R2(config)#int fo/1

R2(config-if)#ipv6é add 2001:172:16:23::2/64
R2(config-if)#no shut

R2(config-if)#int loop 1

R2(config-if)#ip add 10.2.2.2 255.255.255.255
R2(config-if)#ipve add 2001:10:2::2/128
R2(config-if)#exit

R2(config)#exit

R2#

N\




IPV6 CONFIG EXAMPLE:
R3:

R3(config)#ipv6 unicast-routing
R3(config)#int fo/1

R3(config-if)#ipv6 add 2001:172:16:23::3/64
R3(config-if)#no shut

R3(config-if)#int loop 1

R3(config-if)#ip add 10.3.3.3 255.255.255.255
R3(config-if)#ipv6 add 2001:10:3::3/128
R3(config-if)#exit

R3(config)#exit

R3#

/



IPV6 CONFIG EXAMPLE:
DEFAULT ROUTING ON R1:

R1(config)#ipv6 route ::/0 2001:172:16:12::2
STATIC ROUTING ON R2:

R2(config)#ipv6 route 2001:10:1::1/128 2001:172:16:12::1
R2(config)#ipv6 route 2001:10:3::3/128 2001:172:16:23::3

N\

DEFAULT ROUTING ON R3:

R3(config)#ipv6 route ::/0 2001:172:16:23::2




